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REDUCING BUSHINGS B
STEEL 722

FEATURES
* ROUNDED BUSHING PROTECTS CONDUCTOR

APPLICATION

* DRY LOCATION USE ONLY
» USE TO REDUCE THE ENTRY SIZE OF A RUN OF THREADED CONDUIT

STANDARD MATERIAL
* STEEL

STANDARD FINISH
* ZINC PLATED

= W
=1
= |
INCHES
PART # | UPC# SIZE SHIP | WEIGHT
CASE CASE A B

RBO |99661 1/2"X 3/8" 100 2 563 .75

RB1 99662 3/4"X 1/2" 100 4 .65 92

RB2 99673 1"X1/2" 50 6 715 |11.125

RB3 (99680 1”"X 3/4” 50 7 715 [1.125

RB4 99691 1-1/4" X 1/2" 25 7 82 1.47

RB5 (99698 1-1/4" X 3/4” 25 8 82 1.47

RB6 (99699 1-1/4" X 1" 25 4 82 1.47

RB7 (99700 1-1/2" X 1/2" 25 11 .85 1.70

RB8 |99701 1-1/2" X 3/4" 25 8 .85 1.70

RB9 99702 1-1/2"X 1" 25 7 .85 1.70

RB10 (99663 1-1/2" X 1-1/4" 25 3 .85 1.70

RB11 [99664 2"X1/2" 10 3 97 2.23

RB12 [99665 2" X 3/4" 10 8 97 2.23

RB13 (99666 2"X1" 10 7 97 2.23

RB14 (99667 2"X 1-1/4" 10 5 97 2.23

RB15 (99668 2'X1-1/2" 10 3 97 2.23
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