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STAINLESS STEEL CONDUIT HANGERS s

WITH BOLT & NUT ATTACHED - STEEL P
[T e
0

FEATURES
* ASSEMBLED WITH STAINLESS STEEL NUT AND BOLT 1/2" - 4

APPLICATION
* INDOOR OR OUTDOOR USE
* USE TO SECURE AND SUSPEND CONDUIT FROM OVERHEAD SUPPORTS

STANDARD MATERIAL
* 304 STAINLESS STEEL

Pull Force (Load Rating)

Rigid Metal Conduit (RMC)
Intermediate Metal Conduit (IMC)

Electrical Metallic Tubing (EMT) Rigid PVC conduit

Metric Reference Load Reference Load Reference Load
Designator Pull Force (Ibf) Rating (b) Pull Force (Ibf) Rating (b) Pull Force (Ibf) Rating (b)

n (16) 150 50 150 50 150 50

Trade Size

3H" [vA)] 150 50 150 50 150 50
1 @ 190 60 190 60 160 50
114" (35) 25 75 25 75 75 55
112" (41) 250 80 250 80 180 60
2" (53) 300 100 300 100 200 65

. 375 125
2112 63) 375 125 s i 250 80

. 500 165
3 (19) 500 160 o5 205 300 100

372" ()] 600 200 ?ng 2;;(; 375 125
4 (103) 700 230 700 230 450 150
| INCHES |
PART #| UPC# | SIZE FOR FOR BOLT SHIP | WEIGHT
RIGID EMT SIZE CASE CASE A B C D
725 100725 0 3/8"-1/2" 172" | 1/4"-20 100 6 1.875( .75 | .725 25
726 (00726 1 3/4” 3/4" | 1/4"-20 100 8 2.125| .75 .85 25
727 | 00727 2 1" 1" 1/4"- 20 100 8 2437 | .875 | 975 25
728 00728 | 2-1/2 e 1-1/4" | 1/4”- 20 100 10 2.75 | .875 | .975 .25
729 (00729 3 1-1/4" 1-1/2" | 1/4"-20 100 10 2.875|.875 | 1.05 25
730 | 00730 4 1-1/2" — 1/4”- 20 100 18 3.125( 1 1125 .25
731 | 00731 5 2" 2" 1/4"-20 50 10 3.875| 1 1.145 | .25
732 | 00732 6 2-1/2" 2-1/2" |5/16"- 18 50 11 4.625| 1.25 | 1.225 | .3125
733 | 00733 7 37 3" [5/16"-18 25 6 550 | 1.25 | 1.275| 3125
734 | 00734 8 3-1/2" 3-1/2" |5/16"- 18 25 8 575 | 1.25 | 1.275 | 3125
735 100735 9 4" 4" 15/16"-18 25 12 6.25 | 1.25 | 1.275| 3125
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